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There is an increasing demand of air filters with a high collection performance, i.e., high 
collection efficiency and low pressure drop, for the application to indoor air cleaning. Air filters 
consisting of nanofibers have attracted great interests since they may have a low pressure drop 
because of slip flow effect and high collection efficiency due to interception. Although various 
nanofiber filters are available on the market, their collection performance is not as high as 
expected by the conventional filtration theory because non-uniform packing of fibers plays a 
significant role. In the present work, the collection performance of nanofiber (780 nm) and 
microfiber (11.2 m) mixed filters with various mixing fractions was studied in order to 
maximize the quality factor of filter, qF, as a function of mixing fraction of nanofibers. The 
collection performance of mixed fiber filters was predicted by using theoretical equations 
reported by Bao et al. (1998) for bimodal distribution of fibers. As a result, it was found that the 
mixed fiber filters had a uniform fiber packing compared to laminated filters and that the 
collection efficiency was well predicted by introducing the inhomogeneity factor calculated for 
the filter consisting of two distinct fiber sizes. Furthermore, we found that the mixed fiber filter 
with the nanofiber mixing fraction of 5% in mass had the highest quality factor. 
 




Recent progress in manufacturing technology of polymer fibers enables us to produce 
nanofibers in large quantity at a relatively low cost. Air filters made of nanofibers with the 
diameter less than 1 m have attracted great attention because they may attain a high collection 
efficiency with a low pressure drop at the same time. Various manufacturing methods, e.g., melt-
blown, electrospinning and stretching of polymer films, have been developed to obtain fine fibers 
(Uppal et al., 2013; Cho et al., 2013; Hassan et al., 2013). Especially, electrospinning is the most 
popular method because it is simple and is able to fabricate nanofibers of various polymers (Choi 
et al., 2014). Maze et al. (2007) studied the collection efficiency of nanofiber filters laminated on 
a base filter using a theoretical 3-D model, and showed that the reduction in fiber diameter was 
effective for increasing the collection efficiency. Matulevicius et al. (2014) experimentally 
measured the collection performance of nanofiber filter media fabricated by electrospinning of 
polyamide, and reported that the filter with finer fibers had a high collection efficiency and a high 
quality factor. Sambaer et al. (2014) and Podgorski et al. (2011) introduced the inhomogeneity 
factor in the prediction of collection efficiency of a laminated nanofiber filter, which was 
originally proposed by Kirsch et al. (1975), and reported that the predicted collection efficiency 
agreed well with the experimental data by the correction with the inhomogeneity factor. They 
also reported that the inhomogeneity factor of nanofiber filter was high compared to HEPA filters. 
Since nanofiber layers are usually membrane-like thin film, they are not uniform in packing 
and have a low mechanical strength. They also have a relatively high packing density, resulting in 
a high initial pressure drop and rapid clogging by the deposited particles (Leung et al., 2008). In 
order to resolve these issues, nanofiber layers with a unique property such as multi-layered filters, 
beaded nanofibers and sphere-nanofiber mixed filters have been proposed (Yun et al., 2010; 
Hung and Leung, 2011; Mei et al., 2013; Ogi et al., 2014). However, in these previous works, the 
packing densities of nanofiber filters were not low enough so that the pressure drop was relatively 
high and the dust holding capacity was low. 
In the present work, the collection performance of nanofiber/microfiber composite filters was 
studied, in which nanofibers are well dispersed among micrometer fibers. Nanofiber/microfiber 
mixed filters are expected to resolve the problems of laminated filters, such as low mechanical 
strength, non-uniform packing of fibers as well as the short service life. In this study, the 
nanofiber/microfiber mixed filters with various mixed fractions of nanofibers were prepared by a 
liquid filtration of nanofiber/microfiber suspensions, and the collection performance was 
evaluated experimentally. In the prediction of collection performance of mixed fiber filters, we 
applied the theoretical equation for a filter with a bimodal fiber diameter distribution reported by 
Bao et al. (1998). We also attempted to optimize the mixing fraction of nanofiber based on the 
quality factor. 
 
FILTRATION THEORY OF AIR FILTER 
 
The mechanical collection mechanisms of air filters are Brownian diffusion, inertia, 
interception, and gravity. The relative contribution of each collection mechanism to the particle 
collection depends upon the physical properties of filter (fiber diameter, packing density, 
orientation of fibers and internal structure of filter), and particle properties (particle diameter, 
particle density, and the shape) as well as the filtration conditions (filtration velocity, pressure, 
and temperature) (Hinds, 1999).  
HEPA filters composed of submicron fibers (E > 99.97% for 0.3-m particles) remove 
particles mainly by Brownian diffusion and interception, and the collection efficiency is affected 
by the internal structure of filter, such as the variance of fiber diameter, the inhomogeneity factor, 
and the packing density. Kirsch and Stechkina (1978) proposed the prediction method of HEPA 
filter based on the single fiber efficiency of Fan Model Filter (FMF) due to Brownian diffusion 
and interception. FMF is the filter in which monodispersed fibers are randomly packed and all of 
the fibers are placed perpendicular to the air flow. Since the inhomogeneity factor is defined as 
the ratio of pressure drop of FMF to that of a real filter at 0Kn  , non-uniformity of fiber 
diameter, inclination of fibers to airflow, uneven packing of fibers determine the inhomogeneity 
factor. Moreover, the slip flow effect on fiber surfaces becomes significant as the fiber size 
decreases. The single fiber collection efficiency of FMF accounting for the influence of slip flow 
is given by the following equations: 
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where fT  is the single fiber collection efficiency of FMF, D  and R  are the diffusion and 
interception single fiber collection efficiencies, DR  is the interaction term for diffusion and 
interception. Pe is the Peclet number defined by Eq. (5), R is the interception parameter given by 
Eq. (6), Kn is the Knudsen number, defined by Eq. (7), and Kf is the hydrodynamic factor with 
the correction for slip flow given by Eq.(8): 
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where, u is the filtration velocity (here, we define it as the interstitial velocity), fd  the fiber 
diameter, D the diffusivity of particles, pd  the particle diameter,   the mean free path of air 
molecules,   the packing density of filter. For the prediction of collection efficiency of real 
fiber, Kirsch and Stechkina (1978) introduced the variance of fiber diameter,  , and the 
inhomogeneity factor,  .   and   are given by the following equations when the fiber size 
distribution follows a lognormal distribution. 
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where fgd  is the geometric mean diameter of fiber, g  the geometric standard deviation, and 
the superscripts f and r denote respectively “FMF” and “real”. 
Because the total fiber length per unit filter volume is   2f4l L d   and 
 2 2f f1d d   from Eq. (9), the packing density,  , which appears in Eq. (8), should be 
replaced by  1  . 
The filter efficiency, E, is related to the single fiber collection efficiency of FMF by the 
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EXPERIMENTAL SETUP AND METHOD 
 
Test Filters 
 Nanofibers ( fd = 780 nm) used in this study were produced from a sea-island type PET/co-
PET conjugal fibers. This type of nanofibers has a uniform fiber diameter compared to that 
prepared by the other methods. The nanofibers were dispersed in water with the aid of a 
surfactant together with monodisperse 11.2-m PET fibers. The packing densities of nanofibers 
and microfibers in the mixed fiber filter cannot be measured after the fabrication of mixed fiber 
filters. Therefore, when preparing the suspension of mixed fibers, we mixed a known mass of 
nanofibers, MN, and a known mass of microfibers, MM, into the suspension and filtrate all of the 
suspension to form a filter sheet. Therefore, we know the exact masses of nanofibers and 
microfibers in the prepared filter so that we can determine the mixing fraction of nanofibers in the 
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Test filters were prepared at the mixing fractions of MF = 5, 10, 20, and 30%. The structure of 
the prepared filter was examined using a scanning electron microscope (SEM, JSM 6390AX, 
JEOL). The packing density of test filter was calculated by the following equation: 
W
L
   (14) 
where   is the density of fibers (for PET, 1400 kg m-3), L the filter thickness measured by a 
micrometer, and W the filter area density. The packing densities of nanofibers and microfibers, N 
and M, were calculated by the following equations: 
N MF    (15) 
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Measurement of filtration performance 
 Experimental setup for measuring the particle penetration and pressure drop is shown in Fig. 
1. In this study, particles with diameters ranging from 10 nm to 7 m were used to determine the 
particle penetration. Monodispersed NaCl particles with equilibrium charge ranging from 10 to 
200 nm in diameter were generated by an evaporation/condensation method using a tubular 
electric furnace, differential mobility analyzer (DMA, Model 3081, TSI) and a neutralizer 
(241Am). Condensation Particle Counter (CPC, Model 3775, TSI) was used for measuring the 
particle number concentration upstream and downstream of the filter. Standard test powder JIS-11 
(SP3-3, Association of Powder Process Industry and Engineering, Japan) was used for 
determining particle penetration in the size range from 300 nm to 7 m. Polydispersed JIS-11 
particles were generated by a fluidized bed dust generator (Model 3080, Kanomax Inc.) and 
neutralized using an 241Am neutralizer. Optical Particle Sizer (OPS, Model 3330, TSI) was used 
for measuring the particle concentration. Filtration velocity was varied from 5 to 10 cm s-1. The 
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where outC  is the particle concentration downstream of the filter and inC  is the upstream 
concentration. The pressure drop was measured by a differential monometer (Testo 510, Testo AG) 
at filtration velocity, u = 0, 5, 10, 15 and 20 cm s-1. 
 
RESULTS AND DISCUSSION 
 
Physical properties of prepared filters 
Table 1 shows the physical properties of the test filters. Other than the filter with the mixing 
fraction of nanofibers 5%, the filters prepared at the mixing fractions above 10% have almost the 
same thickness of 237 m. The area density and the packing density increase with the mixing 
fraction. Fig. 2 shows the cross-sectional views of filters prepared at various mixing fractions. As 
seen in the figure, there exist a few bundles of nanofibers but the nanofibers are fairly well 
dispersed uniformly among the microfibers in the filter matrix. 
 
Filtration performance 
The penetrations through the test filters at filtration velocity of 5 cm s-1 are shown in Fig. 3(a) 
and those at 10 cm s-1 in Fig. 3(b). It is seen from these figures that the particle penetration 
decreases with increasing the nanofiber mixing fraction, and the MPPS (Most Penetrating Particle 
Size) shifts toward to smaller particle size with increasing the mixing fraction. This is because the 
collection of particles with nanofibers becomes more significant with increasing the mixing 
fraction of nanofibers. Choi et al. (2014) reported that the interception is a predominant collection 
mechanism in nanofiber filtration even for ultrafine particles, and its contribution increases with 
decreasing fiber diameter. Leung et al. (2010) also reported that the coating of nanofiber on a 
substrate enhances the filtration efficiency and reduces the MPPS down to a smaller size of 
particles. The penetration of 300 nm particles at MF = 30% is 99.95% at the filtration velocity of 
5 cm s-1, which is close to the collection efficiency of HEPA filters. The penetrations of particles 
smaller than the MPPS at the filtration velocity of 10 cm s-1 are higher than those at 5 cm s-1, 
while the penetrations of particles larger than the MPPS are almost the same as those of at 5 cm  
s-1. The dependence of penetration on filtration velocity proves that, for the present 
nanofiber/microfiber composite filters with all maxing fractions, Brownian diffusion is the 
dominant collection mechanism for particles smaller than the MPPS while that the interception is 
predominant for particles larger than the MPPS. 
Fig. 4 shows the pressure drop of test filters as a function of mixing fraction. The pressure drop 
increases with the mixing fraction, however the relationship between the pressure drop and the 
mixing fraction is not linear. As shown in the figure, the increase in pressure drop up to 20% 
mixing fraction is not so significant, but the pressure drop increase from MF = 20% to 30% is 
abrupt. As shown in Fig. 2, the individual nanofibers are well dispersed in the filter matrix at the 
mixing fractions of 5% and 10%, but the amount of nanofibers is not so large to change the 
pressure drop significantly. However, when MF = 30%, we see many bundles of nanofibers but 
there exist many individually dispersed nanofibers. Consequently, small increase in pressure drop 
up to 20% may be attributed to the small contribution of nanofibers on the pressure drop, and the 
abrupt increase in pressure drop from 20% to 30% may result from the increased number of 
individual nanofibers in the filter matrix although there are many bundles of nanofibers. 
 
Prediction of filtration performance of mixed fiber filters 
In this study, the test filters are composed of monodisperse fibers with two distinct diameters, 
and therefore the fiber diameter distribution is not expressed by a lognormal distribution function. 
Bao et al. (1998) proposed a prediction method of the pressure drop and penetration of a HEPA 
filter which consisted of mixed fibers with two different average sizes. In predicting the 
penetration and pressure drop of the nano/microfiber mixed filter, we applied their prediction 
method by setting the variances of nanofibers and microfibers equal to zero. In their prediction, 
they assumed that the nanofibers and microfibers independently contributed to the pressure drop 
of mixed fiber filters. Therefore, we may estimate the pressure drop of our composite filters by 
adding the pressure drops of nanofibers and microfibers. The theoretical pressure drop of 
composite filter, fp , is given by the following equations: 
f f f f f



















  (21) 
where the subscripts N and M refer to the nanofiber and microfiber, l is the fiber length in unit 
filter area. fF  is the dimensionless drag, and   is the viscosity of air. 
Fig. 5 compares the experimental pressure drops and the theoretical ones for the mixed fiber 
filters as a function of filtration velocity. The symbols and the lines represent the measured 
pressure drop and the predicted pressure drop, respectively. As seen in this figure, the 
experimental pressure drops are in fairly good agreement except the mixing fraction of 5% and 
20%. The discrepancy between the predicted and the experimental data represent the degree of 
inhomogeneity of fibers, which was introduced by Kirsch et al. (1975) for accounting the 
inhomogeneous packing of fibers and the orientation of fibers in filter media in predicting the 
collection efficiency of a filter. For mixed fiber filters we introduced the inhomogeneity factor 
which is the ratio of theoretical pressure drop predicted by Eqs. (18) – (21) over the measured 
pressure drop. Table 2 shows the inhomogeneity factors in the far right column. In all mixing 
fractions, the inhomogeneity factors are smaller than 3.3, and the maximum value among four 
tested filters is 3.27 at the mixing fraction of 20%. The table also shows the contributions of 
nanofibers to the pressure drop of mixed fiber filters. Even for the mixed fiber filter with the 
mixing fraction of 5%, the contribution of nanofibers is 74.4% on the total pressure drop, 
implying that the addition of nanofibers drastically changes the pressure drop even when the mass 
fraction is small. 
The penetration of the nanofiber/microfiber mixed filters is given by the following equation: 
N Mln ln lnP P P   (22) 
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M fM TM Mln P d l    (24) 
Figs. 6 and 7 show the comparison of predicted penetrations of mixed filters with the 
experimental ones at the filtration velocities of 5 and 10 cm s-1. The solid lines are the theoretical 
penetrations of mixed fiber filters and the broken and dotted lines are the penetrations of 
nanofibers and microfibers, respectively. As shown in the figures, the predicted penetrations are 
in good agreement with the experimental data, indicating that theory of the bimodal fiber 
diameter distributions with the correction by inhomogeneity factor is an effective means for 
predicting the penetration of the nano/microfiber mixed filters. This prediction also revealed that 
the contribution of nanofiber for particle collection is essential even if the mixing fraction is 5%. 
Since the contribution of the nanofibers to the pressure drop was 74.4% at the mixing fraction of 
5% in Table 2, it may be said, that the addition of nanofibers to air filters affects the collection 
efficiency more than the pressure drop. 
Filter quality factor is a useful parameter to compare the filtration performance of various filter 
media. It is defined by the following equation (Hinds, 1999): 
F lnq P p    (25) 
We can calculate the theoretical quality factor of mixed fiber filter, fFq , for FMF by 
substituting Eqs. (18) and (22)(24) by setting δ = 1: 
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Fig. 8 shows the predicted filter quality factor of mixed filters as a function of mixing fraction 
of nanofibers, respectively at u = 5, 10 cm s-1 together with the experimental data. Although the 
quantitative agreement between the experimental data and prediction is fair, the predicted 
maximal value of quality factors are in agreement with the experimental data, appearing at 
around mixing fraction of 5% for all particle diameters and both filtration velocities. 
The optimal values of mixing fraction of nanofiber can be obtained by partially differentiating 
Eq. (26) with respect to packing density of nanofiber and setting it equal to zero for an arbitrary 
combination of nanofibers and microfibers at various packing densities of fibers. Fig. 9 shows the 
maximum quality factor by the solid line and the mixing fraction of nanofiber which gives the 
maximum quality factor by the broken line, as a function of packing density of filter media. As 
seen in the figure, the maximal quality factor increases with decreasing the packing density of 
filter media, and the mixing fraction of nanofiber which gives the maximum in quality factor 
becomes smaller with decreasing the packing density. What follows from the prediction of 
performance of nanofiber/microfiber mixed fiber filter is that the quality factor increases by 
reducing the mixing fraction of nanofiber in microfiber filter media with a small packing density. 
In Fig. 9, the nanofiber diameter was 780 nm, which was fairly large in diameter to be called 
as a nanofiber. If we could reduce the nanofiber diameter in the mixed fiber filter, the influence of 
packing density on the maximal quality factor would be different. Fig. 10 shows the predicted 
maximum quality factors and the mixing fraction of nanofiber which gives the maximum quality 
factor as a function of packing density of filter media when 100 nm nanofibers are mixed with 
11.2 m microfibers. As seen in the figure, the maximal value of quality factor for fNd = 100 nm 
is almost doubled compared to that for fNd = 780 nm (Fig. 9), and the dependence of quality 
factor on the packing density is less pronounced. The mixing fraction of nanofiber which gives 
the maximum quality factor ranges from 0.3 to 1.5%. Consequently, if we employ finer nanofiber 





The performance of a nano/microfiber composite filter was investigated both theoretically and 
experimentally from viewpoint of the quality factor. In case of mixed fiber filter consisting of 
780 nm and 11.2 m fibers with various mass factions at the packing density of 0.18, the 
maximum value of quality factor appears at 5% of mass fraction of nanofibers, which was 
confirmed experimentally and theoretically. The prediction method of quality factor for the 
nano/microfiber mixed filters proposed in the present work enables the estimations of maximum 
quality factor and optimal mixing fraction of nanofibers for various combinations of 
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Table Titles 
Table 1. Physical properties of the nanofiber/microfiber mixed filters. 
Table 2. Contribution ratio and inhomogeneity factor of the nanofiber/microfiber mixed filters. 
  













W [g m-2] 
Packing density, 
α [-] 
5 11.2 780 276 ± 32 57.2 0.152 
10 11.2 780 237 ± 47 58.4 0.172 
20 11.2 780 235 ± 35 59.8 0.186 
30 11.2 780 239 ± 20 62.2 0.195 
  
Table 2. Contribution ratio and inhomogeneity factor of the nanofiber/microfiber mixed filters. 
Mixing fraction 
MF [%] 
Contribution of nanofibers 
on total pressure drop [%] δ [-] 
Nanofibers Microfibers 
5 74.4 25.6 3.20 
10 87.7 12.3 2.68 
20 95.5 4.5 3.27 
30 97.9 2.1 1.57 
  
Figure Captions 
Fig. 1. Experimental setup for determining particle collection efficiency and pressure drop. 
Fig. 2. Cross-sectional morphologies of the nanofiber/microfiber mixed filters. 
Fig. 3. Particle penetration through the nanofiber/microfiber mixed filter, (a) u = 5 cm s-1 
(b) u = 10 cm s-1. 
Fig. 4. Pressure drop of the nanofiber/microfiber mixed filter as a function of mixing fractions. 
Fig. 5. Comparison of theoretical pressure drops and experimental pressure drops. 
Fig. 6. Theoretical and experimental particle penetration of the nanofiber/microfiber mixed filters 
at u = 5 cm s-1. 
Fig. 7. Theoretical and experimental particle penetration of the nanofiber/microfiber mixed filters 
at u = 10 cm s-1. 
Fig. 8. Quality factor of the nanofiber/microfiber mixed filter as a function of mixing fractions. 
Fig. 9. Maximum quality factor and the mixing fraction of nanofiber (dfN = 780 nm) which gives 
the maximum quality factor as a function of packing density of filter media. 
Fig. 10. Maximum quality factor and the mixing fraction of nanofiber (dfN = 100 nm) which gives 
the maximum quality factor as a function of packing density of filter media. 
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